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Environmental Protection Agency § 63.11154 

Citation Subject Applies to subpart 
EEEEEE? Explanation 

63.8(a)(4) ..................................... ..................................................... No .............................. Subpart EEEEEE does not re-
quire flares. 

63.8(d), (e) ................................... ..................................................... Yes/No ....................... Requirements for quality control 
program and performance 
evaluations apply to new 
sources but not existing 
sources. 

63.9(a), (b)(1), (b)(2), (b)(5), (c), 
(d), (h)(1)–(h)(3), (h)(5), (h)(6), 
(i), (j).

Notification Requirements .......... Yes. 

63.9(b)(3), (h)(4) .......................... Reserved .................................... No. 
63.9(b)(4), (f) ................................ ..................................................... No. 
63.9(e), (g) ................................... ..................................................... Yes/No ....................... Notification requirements for per-

formance test and use of con-
tinuous monitoring systems 
apply to new sources but not 
existing sources. 

63.10(a), (b)(1), (d)(1), (d)(2), 
(d)(4), (d)(5), (f).

Recordkeeping and Reporting 
Requirements.

Yes/No ....................... Recordkeeping requirements 
apply to new sources but not 
existing sources. 

63.10(b)(2), (b)(3), (c)(1) (c)(5)– 
(c)(8), (c)(10)–(c)(15), (e)(1), 
(e)(2).

..................................................... Yes/No ....................... Recordkeeping requirements 
apply to new sources but not 
existing sources. 

63.10(c)(2)–(c)(4), (c)(9) .............. Reserved .................................... No. 
63.10(d)(3), (e)(4) ........................ ..................................................... No .............................. Reporting requirements apply to 

new sources but not existing 
sources. 

63.10(e)(3) ................................... ..................................................... Yes/No ....................... Reporting requirements apply to 
new sources but not existing 
sources. 

63.11 ............................................ Control Device Requirements .... No .............................. Subpart EEEEEE does not re-
quire flares. 

63.12 ............................................ State Authorities and Delega-
tions.

Yes. 

63.13 ............................................ Addresses .................................. Yes. 
63.14 ............................................ Incorporations by Reference ...... Yes. 
63.15 ............................................ Availability of Information and 

Confidentiality.
Yes. 

63.16 ............................................ Performance Track Provisions ... Yes. 

Subpart FFFFFF—National Emission 
Standards for Hazardous Air 
Pollutants for Secondary Cop-
per Smelting Area Sources 

SOURCE: 72 FR 2952, Jan. 23, 2007, unless 
otherwise noted. 

APPLICABILITY AND COMPLIANCE DATES 

§ 63.11153 Am I subject to this sub-
part? 

(a) You are subject to this subpart if 
you own or operate a new secondary 
copper smelter that is an area source of 
hazardous air pollutant (HAP) emis-
sions. 

(b) This subpart applies to each new 
affected source. The affected source is 
each secondary copper smelter. Your 
secondary copper smelter is a new af-
fected source if you commenced con-

struction or reconstruction of the af-
fected source before October 6, 2006. 

(c) This subpart does not apply to re-
search and development facilities, as 
defined in section 112(c)(7) of the CAA. 

(d) If you own or operate an area 
source subject to this subpart, you 
must obtain a permit under 40 CFR 
part 70 or 40 CFR part 71. 

§ 63.11154 What are my compliance 
dates? 

(a) If you startup a new affected 
source on or before January 23, 2007, 
you must achieve compliance with the 
applicable provisions of this subpart 
not later than January 23, 2007. 

(b) If you startup a new affected 
source after January 23, 2007, you must 
achieve compliance with the applicable 
provisions of this subpart upon startup 
of your affected source. 
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40 CFR Ch. I (7–1–07 Edition) § 63.11155 

STANDARDS AND COMPLIANCE 
REQUIREMENTS 

§ 63.11155 What are the standards and 
compliance requirements for new 
sources? 

(a) You must not discharge to the at-
mosphere any gases which contain par-
ticulate matter (PM) in excess of 0.002 
grains per dry standard cubic foot (gr/ 
dscf) from the exhaust vent of any cap-
ture system for a smelting furnace, 
melting furnace, or other vessel that 
contains molten material and any cap-
ture system for the transfer of molten 
material. 

(b) For each smelting furnace, melt-
ing furnace, or other vessel that con-
tains molten material, you must in-
stall and operate a capture system that 
collects the gases and fumes from the 
vessel and from the transfer of molten 
material and convey the collected gas 
stream to a control device. 

(c) You must prepare and operate at 
all times according to a written plan 
for the selection, inspection, and 
pretreatment of copper scrap to mini-
mize, to the extent practicable, the 
amount of oil and plastics in the scrap 
that is charged to the smelting fur-
nace. Your plan must include a train-
ing program for scrap inspectors. You 
must keep records to demonstrate con-
tinuous compliance with the require-
ments of your plan. You must keep a 
current copy of your pollution preven-
tion plan onsite and available for in-
spection. 

(d) You must install, operate, and 
maintain a bag leak detection system 
on all baghouses used to comply with 
the PM emissions limit in paragraph 
(a) of this section according to para-
graph (d)(1) of this section, prepare and 
operate by a site-specific monitoring 
plan according to paragraph (d)(2) of 
this section, take corrective action ac-
cording to paragraph (d)(3) of this sec-
tion, and record information according 
to paragraph (d)(4) of this section. 

(1) Each bag leak detection system 
must meet the specifications and re-
quirements in paragraphs (d)(1)(i) 
through (viii) of this section. 

(i) The bag leak detection system 
must be certified by the manufacturer 
to be capable of detecting PM emis-
sions at concentrations of 1 milligram 

per actual cubic meter (0.00044 grains 
per actual cubic foot) or less. 

(ii) The bag leak detection system 
sensor must provide output of relative 
PM loadings. The owner or operator 
must continuously record the output 
from the bag leak detection system 
using electronic or other means (e.g., 
using a strip chart recorder or a data 
logger.) 

(iii) The bag leak detection system 
must be equipped with an alarm sys-
tem that will sound when the system 
detects an increase in relative particu-
late loading over the alarm set point 
established according to paragraph 
(d)(1)(iv) of this section, and the alarm 
must be located such that it can be 
heard by the appropriate plant per-
sonnel. 

(iv) In the initial adjustment of the 
bag leak detection system, you must 
establish, at a minimum, the baseline 
output by adjusting the sensitivity 
(range) and the averaging period of the 
device, the alarm set points, and the 
alarm delay time. 

(v) Following initial adjustment, you 
must not adjust the averaging period, 
alarm set point, or alarm delay time 
without approval from the Adminis-
trator or delegated authority except as 
provided in paragraph (d)(1)(vi) of this 
section. 

(vi) Once per quarter, you may adjust 
the sensitivity of the bag leak detec-
tion system to account for seasonal ef-
fects, including temperature and hu-
midity, according to the procedures 
identified in the site-specific moni-
toring plan required by paragraph (d)(2) 
of this section. 

(vii) You must install the bag leak 
detection sensor downstream of the 
baghouse and upstream of any wet 
scrubber. 

(viii) Where multiple detectors are 
required, the system’s instrumentation 
and alarm may be shared among detec-
tors. 

(2) You must develop and submit to 
the Administrator or delegated author-
ity for approval a site-specific moni-
toring plan for each bag leak detection 
system. You must operate and main-
tain the bag leak detection system ac-
cording to the site-specific monitoring 
plan at all times. Each monitoring plan 
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